INSTALLATION INSTRUCTIONS AND DESCRIPTION OF CHANGES IN SOFTWARE

INSTALLATION

1. Insert the disk in your CD-ROM reader.  It should automatically start up with an installer window appearing.  If the installer window does not appear, locate the setup file by searching your CD-ROM files.  You should see’setup.exe’ on the CD-ROM.  Double click on this file to open it.  The installer will start.

2. We recommend you use the defaults for the installer but you may elect to install your TC-2000 file in some other location.  The default path is c:\program file\TC-2000.

3. If you would like an icon for your desktop, you may explore your computer c:\program files\TC-2000.  You will find a file TC-2000.  Right click on this file and drag it to the desk top.  The system will ask you whether you want to move the file of create a short cut.  Select create short cut.  If you already had an icon (shortcut) on your desktop, that icon will have the correct path if you used the default installation parameters.

4. Your new DLPRO 2000 (TC-2000 Software) should now be installed.

HIGHLIGHTS OF CHANGES:

1. The ability to edit a pin number without having to delete the unit and then re-add the unit has been fixed.

2. The ability to select a date from a calendar when entering start and stop dates for exceptions has been added to enhance the software.  Double click on the date cell to have the calendar appear.

3. Obsolete commands from the tools command have been eliminated.

4. The names of our pager service have been updated e.g. PageNet has been replaced by Arch.

5. A bug with any time ending in 36 has been corrected.

6. A bug with an email address that was exactly 16 characters has been corrected.

